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Winery - Automated Temperature Regulation

Products Installed:
- 3/4”, 1“ and 1-1/2” Electromni Ball Valves, PP/FKM, th’'d, 24 vac

Application:

Liquid: Ethylene glycol Concentration: Std. grade
Temperature: Variable Pressure: 45-65 psi
Buried or Above Ground: in tank farm

Asahi/America’s Series 83
Electromni Actuator

Aged to perfection, Asahi/America’s Electromni valves continue to uphold
performance after initial installation in a Washington state winery over four
years ago.

Recognizing the importance of proper temperature throughout the wine
production process, the Washington state winery sought a way to maximize
their control over the temperature regulation of their system. The winery
consists of approximately 25-40 tanks, ranging from 1,000 — 5,000 gallons
of wine per tank. Space and budget constraints could not warrant the use of
large, bulky actuators. The compact Electromni units provided an
economical solution for the winery to easily automate their heating and
cooling distribution loop system.

The winery ferments their variety of wines in jacketed stainless steel tanks.
Each tank contains temperature regulating coils on the tank’s exterior. To
maintain and regulate temperature, a medium is run through the distribution
system to the coils connected to the steel tanks. The conductive nature of
the metal reacts to the medium and the temperature within the tank then
responds by increasing or decreasing as needed. The electrically actuated
ball valves fit perfectly within the system and allow operators to efficiently
control the distribution of the medium.

The Electromnis were introduced to the winery system over four years ago
during an equipment upgrade. Since then, additional Electromnis have
been added throughout the processing system due to the great success of
the initial install.

for more information visit www.asahi-america.com
Asahi/America, Inc. 35 Green St. Malden, MA 02148 781-321-5409



