
65
ASAHI/AMERICA

Rev. H 1-18
www.asahi-america.com •  asahi@asahi-america.com •  Tel: 800-343-3618 • 781-321-5409 • Fax: 800-426-7058ASAHI/AMERICA

Rev. H 1-18
www.asahi-america.com •  asahi@asahi-america.com •  Tel: 800-343-3618 • 781-321-5409 • Fax: 800-426-7058 2

TANDEM ELECTRIC TANDEM PNEUMATIC

                       Tandem Butterfly Valves 

• Series 79P air-to-air (A-A) or air-to-spring (A-S

  pneumatic actuator

• Air-to-spring design allows for fail closed position of 

  one valve

• Durable molded GF polyamide or extruded aluminum

   rack and pinion design actuator

• Visual position indication

• 304 stainless steel linkage and fasteners

• Zinc plated valve flanging hardware

• PVC flanged tee sizes 1-1/2”– 6”, with valve mating

  flanges installed

• Polypro flanged tee sizes  8” - 12”  (mating flanges not 

  included)

• Standard arrangement permits flow straight through

  the run of the tee when actuator is open and shuts off

  flow out the branch

• Special on the run configuration permits L port flow

  design where the branch acts as the inlet and flow is

  diverted out the left or right ports when actuator is

  cycled

• Accepts optional limit switches, solenoids and 

  positioners

• Offered as a complete drop-in actuated valve and tee 

  assembly

Standard FeaturesStandard Features
• Series 92 or Series 10P electric actuator

• Declutchable manual override

• Two end of travel limit switches supplied as a standard

• Weatherproof enclosure rated Type 4X

• RHM (see page 71)

• Visual position indication

• 304 stainless steel linkage and fasteners

• Zinc plated valve flanging hardware

• PVC flanged tee sizes 1-1/2”– 6”, with valve mating flanges

  installed

• Polypro flanged Tee sizes  8” - 12”  (mating flanges not

  included)

• Standard arrangement permits flow straight through the run

  of the tee when actuator is open and shuts off flow out the 

  branch

• Special “on the run” configuration permits L port flow design

  where the branch acts as the inlet and flow is diverted out the

  left or right ports when actuator is cycled

• Mechanical brake supplied as standard sizes 4”– 8”

• Accepts positioners

• Local/remote operating station available as an option

• Offered as a complete drop-in actuated valve and tee 

  assembly

Size Actuator Model

1-1/2 S92RHMW

2 S92RHMW

2-1/2 S92RHMW

3 S92RHMW

4 S92BRRHMW

6 B92BRRHMW

8 C92BRRHMW

10 10-50P

12 10-50P

Size A-A  Actuator  Model A-S  Actuator  Model  (Fail Closed)

1-1/2 BP79PN CP79PN

2 BP79PN CP79PN

2-1/2 BP79PN CP79PN

3 CP79PN DP79PN

4 CP79PN DP79PN

6 DP79PN E79PAN

8 E79PAN F79PSN

10 E79PAN F79PSN

12 F79PN G79PASN

INCHES mm
d C n h n1 M B D D1 D2 D3 L A1 A2 H1 H2 H3 H l

Gear Box 
Model

32 800 30.31 38.50 24 1.62 4 1-1/2 1.97 41.34 34.25 13.78 17.13 9.45 15.83 11.22 24.37 24.41 9.76 28.15 36.50 BRF10

36 900 34.25 42.75 28 1.62 4 1-1/2 1.77 45.98 38.50 13.78 25.00 9.45 15.83 11.22 27.72 27.76 9.76 31.50 44.00

40 1000 38.19 42.75 32 1.62 4 1-1/2 2.56 50.00 42.52 18.11 25.00 11.81 22.20 9.53 29.49 29.52 10.39 33.27 45.55 BRF10

44 1100 42.52 51.75 36 1.62 8 1-1/2 1.93 54.33 47.05 - 25.00 11.81 22.24 9.02 30.71 33.07 12.72 39.84 52.36

48 1200 46.06 56.00 40 1.62 8 1-1/2 2.56 58.58 51.18 - 25.00 13.78 22.24 9.02 33.46 35.04 12.72 41.81 54.33
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TANDEM ASSEMBLY WORK SHEET

1. Customer Name:
2. Order Number:
3. Valve Size:
4. Actuator: (Choose one)

Series 92

Series 10P

Series 79 A-S

Series 79 A-A

5. Flow Arrangement (Choose one)

6. Notes:

Note: While port A is open Port B is closed. While Port B is open, Port A is closed.

                       Tandem Butterfly Valves 

Branch On-The-Run




