**Standard Features (Sizes 1/2" – 4")**

- New padlockable handle directly replaces standard valve handle
- 1/2" - 2" No tools required for installation
- 2-1/2" - 4" require Phillips head screwdriver
- Allows for restriction of unauthorized use of valve
- Permits visual position indication
- Trigger activated allows for smooth operation
- Sold in kit form with instructions for easy field installation
- Handle doubles as carrier removal tool, same as standard handle

**Padlock Shaft Diameters (max)**

(Unit: Inch)

<table>
<thead>
<tr>
<th>Valve Size</th>
<th>A</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2 - 1</td>
<td>.20</td>
</tr>
<tr>
<td>1-1/4 - 2</td>
<td>.24</td>
</tr>
<tr>
<td>2-1/2 - 4</td>
<td>.28</td>
</tr>
</tbody>
</table>

**Specifications**

Sizes: 1/2" – 4"
Models: 9 Individual handles per valve size
Padlock not included

**Parts List (Sizes 1/2" – 4")**

<table>
<thead>
<tr>
<th>PARTS</th>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>PCS</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>1B</td>
<td>Trigger</td>
<td>1</td>
<td>PPG</td>
<td></td>
</tr>
<tr>
<td>1A</td>
<td>Locking Handle</td>
<td>1</td>
<td>ABS</td>
<td></td>
</tr>
</tbody>
</table>

**Valve Size A**

Sizes:

- PVC & CPVC: Socket, Threaded and Flanged (ANSI)
- PVC, CPVC
- PTFE backed with FKM

**Model**

- Type-21/21a Ball Valves for use with Sodium Hypochlorite