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TYPE 14 FLANGED DIAPHRAGM VALVES

We have expanded the line of Type 14 Flanged Diaphragm Valves, which were introduced in
1999. At that time, the Type 14 was only available in sizes from 1/2” through 2”.  Now, the Type
14 size range runs through 4”.

TYPE 14 – Flanged
Sizes 1/2”–4”
Materials: PVC, CPVC, PP, PVDF
• IMPROVED SEALING DESIGN – Body, bonnet, and diaphragm are designed using state-
of-the-art technology for better sealing capabilities with low compressive strain. The increased
sealing surface eliminates the need for exterior metal reinforcement brackets.
• NEW DIAPHRAGM DESIGN – Bayonet connection used to couple the compressor to 
the diaphragm permits quick exchanges of diaphragm with less downtime.
• REDUCED SEATING TORQUE – Valve design maintains even pressure over the face of 
the Diaphragm in full closed position, reducing necessary handwheel torque.
• LOW PROFILE – Handwheel easier to turn because of low profile gauge cover. The 
Type 14 is ideal for installation in areas and equipment with limited space.
• NEW MOLDED PANEL-MOUNT DESIGN – Integral, molded panel mount feature 
provides safe installation and proper piping support.
• INTERCHANGEABILITY WITH TYPE G – Face-to-face dimensions are the same as Type 
G; the Type 14 Flanged model directly replaces Type G valves without requiring spacers or
modifications.
• IMPROVED DESIGN POSITION INDICATOR/TRAVEL STOP – Travel Stop system protects 
diaphragm. “At-a-Glance” Position Indicator recesses into the handwheel when “Fully 
Closed.”
• AUTOMATION WITH NO BODY MODIFICATIONS – The same valve body is used in 
manual and automated applications (sizes 1/2” – 2” only).

Accessories
Stem extensions • Operating nuts • Locking devices • Manual limit switches • Pneumatic and
electric actuators • PVDF gas barrier • Other diaphragm materials

Availability
Ready for immediate shipment.
Part Numbers 1461005 (thrugh 040) – 1468005 (through 040)

Pricing
The pricing of the Type 14 will be the same as that of the Type G Diaphragm Valves.
If we can be of further assistance, please do not hesitate to contact us.

Enclosed is an updated set of drawings.
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TYPE 14 TRUE UNION SOCKET, THREADED,
AND SPIGOTDIAPHRAGM VALVES

We have expanded the line of Type 14 Diaphragm Valves, which were introduced in 1999. At
that time the Type 14 was available in FLANGED VERSIONS ONLY. Now, the Type 14 is available
in SOCKET, THREADED, AND SPIGOT END CONFIGURATIONS, and it replaces the Type 72 “True
Union” models.

TYPE 14 – “True Union” Socket, Threaded, and Spigot End
Sizes 1/2”–2”
Materials: PVC, CPVC, PP, PVDF
• IMPROVED SEALING DESIGN – Body, bonnet, and diaphragm are designed using state-
of-the-art technology for better sealing capabilities with low compressive strain.
• NEW DIAPHRAGM DESIGN – Bayonet connection used to couple the compressor to 
the diaphragm permits quick exchanges of diaphragm with less downtime.
• REDUCED SEATING TORQUE – Valve design maintains even pressure over the face of 
the Diaphragm in full closed position, reducing necessary handwheel torque.
• LOW PROFILE – Handwheel easier to turn because of low profile gauge cover. The 
Type 14 is ideal for installation in areas and equipment with limited space.
• NEW MOLDED PANEL-MOUNT DESIGN – Integral molded panel mount feature 
provides safe installation and proper piping support.
• IMPROVED DESIGN POSITION INDICATOR/TRAVEL STOP – Travel stop system protects 
diaphragm. “At-a-Glance” Position Indicator recesses into the handwheel when “Fully 
Closed.”
• AUTOMATION WITH NO BODY MODIFICATIONS – The same valve body is used in 
manual and automated applications.

Accessories
Stem extensions • Operating nuts • Locking devices • Manual limit switches • Pneumatic and
electric actuators • PVDF gas barrier • Other diaphragm materials

Availability
Ready for immediate shipment.
Part Numbers 1526005 (through 020) – 1549005 (through 020) 

Pricing
The pricing of the Type 14 will be the same as that of the Type 72 “True Union”  models.
If we can be of further assistance, please do not hesitate to contact us.

Enclosed is an updated set of drawings.
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TYPE 15 FLANGED DIAPHRAGM VALVES

We have changed our Type G Diaphragm Valves in the 5” and 6” sizes and have renamed them
the Type 15 Flanged Diaphragm Valves. The Type G valves will still be available in 8” and 10”
sizes.

TYPE 15 – Flanged
Sizes 5” and 6”
Materials: PVC, PP, PVDF
• IMPROVED SEALING DESIGN – Body, bonnet, and diaphragm are designed using state-
of-the-art technology for better sealing capabilities with low compressive strain.
• REDUCED SEATING TORQUE – Valve design maintains even pressure over the face of 
the Diaphragm in full closed position, reducing necessary handwheel torque.
• INTERCHANGEABILITY WITH TYPE G – Face-to-face dimensions are the sames as the 
Type G model, no spacers or modifications are necessary.
• IMPROVED BODY AND BONNET DESIGN – Increased sealing surface material eliminates 
exterior metal reinforcement brackets necessary on the Type G Diaphragm Valves with 
Teflon® Diaphragms.

Accessories
Stem extensions • Operating nuts • Locking devices • Manual limit switches • PVDF gas barrier
• Other diaphragm materials

Availability
Available for immediate shipment.
Part Number 1561050 (through 060) – 1568050 (through 060)

Pricing
The pricing of the Type 15 will be the same as that of the 5” and 6” Type G models.
If we can be of further assistance, please do not hesitate to contact us.

Enclosed is an updated set of drawings.
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