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Air-Pro® (PE) 8" (200mm) SDR11 242 2 mm Almost Zero 182 seconds 10 seconds 242 17.3 min

Air-Pro® (PE) 10" (250mm) SDR11 377 2.5 mm Almost Zero 227 seconds 11 seconds 377 21.2 min

Air-Pro® (PE) 12" (315mm) SDR11 593 3 mm Almost Zero 286 seconds 13 seconds 593 26.4 min

Asahitec™ Solid Wall (PP-RCT) 8" (200mm) SDR11 162 1 mm Almost Zero 198 seconds 9 seconds 162 17.3 min

Asahitec™ Solid Wall (PP-RCT) 10" (250mm) SDR11 251 1.5 mm Almost Zero 240 seconds 10 seconds 251 21.2 min

Asahitec™ Solid Wall (PP-RCT) 12" (315mm) SDR11 395 2 mm Almost Zero 293 seconds 12 seconds 395 26.4 min

Chem Proline® (PE) 8" (200mm) SDR11 242 2 mm Almost Zero 182 seconds 10 seconds 242 17.3 min

Chem Proline® (PE) 10" (250mm) SDR11 377 2.5 mm Almost Zero 227 seconds 11 seconds 377 21.2 min

Chem Proline® (PE) 12" (315mm) SDR11 593 3 mm Almost Zero 286 seconds 13 seconds 593 26.4 min

Climatec™ (PP-RCT) 8" (200mm) SDR17 108 1 mm Almost Zero 134 seconds 7 seconds 108 11.9 min

Climatec™ (PP-RCT) 10" (250mm) SDR17 171 1 mm Almost Zero 163 seconds 8 seconds 171 14.4 min

Climatec™ (PP-RCT) 12" (315mm) SDR17 269 1 mm Almost Zero 203 seconds 9 seconds 269 17.8 min
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Proline® PRO150 (PP) 8" (200mm) SDR11 162 1 mm Almost Zero 198 seconds 9 seconds 162 17.3 min

Proline® PRO150 (PP) 9" (225mm) SDR11 207 1.5 mm Almost Zero 220 seconds 9 seconds 207 19.3 min

Proline® PRO150 (PP) 10" (250mm) SDR11 251 1.5 mm Almost Zero 240 seconds 10 seconds 251 21.2 min

Proline® PRO150 (PP) 11" (280mm) SDR11 314 1.5 mm Almost Zero 265 seconds 11 seconds 314 23.5 min

Proline® PRO150 (PP) 12" (315mm) SDR11 395 2 mm Almost Zero 293 seconds 12 seconds 395 26.4 min

Proline® PRO90 (PP) 8" (200mm) SDR17.6 108 1 mm Almost Zero 129 seconds 7 seconds 108 11.3 min

Proline® PRO90 (PP) 9" (225mm) SDR17.6 135 1 mm Almost Zero 143 seconds 7 seconds 135 12.4 min

Proline® PRO90 (PP) 10" (250mm) SDR17.6 162 1 mm Almost Zero 157 seconds 8 seconds 162 17.0 min

Proline® PRO90 (PP) 11" (280mm) SDR17.6 207 1 mm Almost Zero 175 seconds 8 seconds 207 17.0 min

Proline® PRO90 (PP) 12" (315mm) SDR17.6 260 1 mm Almost Zero 195 seconds 9 seconds 260 17.0 min

Proline® PRO45 (PP) 8" (200mm) SDR33 63 0.5 mm Almost Zero 72 seconds 6 seconds 63 6.7 min

Proline® PRO45 (PP) 9" (225mm) SDR33 81 0.5 mm Almost Zero 80 seconds 6 seconds 81 7.4 min
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Proline® PRO45 (PP) 10" (250mm) SDR33 90 1 mm Almost Zero 89 seconds 6 seconds 90 8.1 min

Proline® PRO45 (PP) 11" (280mm) SDR33 117 1 mm Almost Zero 98 seconds 6 seconds 117 8.9 min

Proline® PRO45 (PP) 12" (315mm) SDR33 144 1 mm Almost Zero 110 seconds 7 seconds 144 9.9 min

Super Proline®  (PVDF) 8" (200mm) SDR21 90 1 mm Almost Zero 136 seconds 4 seconds 90 13.5 min

Super Proline®  (PVDF) 10" (250mm) SDR21 144 1.1 mm Almost Zero 159 seconds 4 seconds 144 16.5 min

Super Proline®  (PVDF) 8" (200mm) SDR33 63 0.6 mm Almost Zero 102 seconds 4 seconds 63 9.5 min

Super Proline®  (PVDF) 10" (250mm) SDR33 90 0.7 mm Almost Zero 117 seconds 4 seconds 90 11.0 min

Super Proline®  (PVDF) 12" (315mm) SDR33 144 1 mm Almost Zero 137 seconds 4 seconds 144 13.5 min

Fluidlok (IPS) (PE) 4" X 8" SDR11X17 189  mm Almost Zero 86 seconds 5 seconds 189 12.0 min

Fluidlok (IPS) (PE) 6" X 10" SDR11X17 314  mm Almost Zero 105 seconds 6 seconds 314 14.0 min

Duo-Pro® PRO150X150 (PP)
4" X 8" (110mm X 200mm) 

SDR11X11
216 1 mm Almost Zero 198 seconds 9 seconds 216 17.3 min

Duo-Pro® PRO150X150 (PP)
6" X 10" (160mm X 250mm) 

SDR11X11
360 1.5 mm Almost Zero 240 seconds 10 seconds 360 21.2 min
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Duo-Pro® PRO150X45 (PP)
4" X 8" (110mm X 200mm) 

SDR11X33
117 0.5 mm Almost Zero 113 seconds 7 seconds 117 10.2 min

Duo-Pro® PRO150X45 (PP)
6" X 10" (160mm X 250mm) 

SDR11X33
198 1 mm Almost Zero 161 seconds 8 seconds 198 14.2 min

Duo-Pro® PRO150X45 (PP)
8" X 12" (200mm X 315mm) 

SDR11X33
305 1 mm Almost Zero 198 seconds 9 seconds 305 17.3 min

Duo-Pro® PRO45X45 (PP)
4" X 8" (110mm X 200mm) 

SDR33X33
81 0.5 mm Almost Zero 72 seconds 6 seconds 81 6.7 min

Duo-Pro® PRO45X45 (PP)
6" X 10" (160mm X 250mm) 

SDR33X33
135 1 mm Almost Zero 89 seconds 6 seconds 135 8.1 min

Duo-Pro® PRO45X45 (PP)
8" X 12" (200mm X 315mm) 

SDR33X33
207 1 mm Almost Zero 110 seconds 7 seconds 207 9.9 min

Poly-Flo® PE100RC
4" X 6" (110mm X 160mm) 

SDR11X17
151 1.5 mm Almost Zero 80 seconds 7 seconds 151 14 min

Poly-Flo® PPR
4" X 6" (110mm X 160mm) 

SDR11X17
125 1 mm Almost Zero 150 seconds 7 seconds 125 17 min
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