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Welding Equipment Catalog #WEC-18                 

Options
• Various sizes and style tips available
• Tri-tip for 5x7mm triangular welding rod 
  available with tool part number  
  - purchase (5638005)
  - rental       (9638005)

Features
• Built-in motor with air cooler
• Adjustable from 20 - 600o C (68 - 1112o F)
• Ideal for light fabrication
• Supplied with combo speed tacking tip 4mm
  round (5/32”)

Features
• Built-in motor with
  variable welding speed
• Ideal for fabrication of PP, PE and PVDF
• Includes DT-10 blower

Dimensions 34”x30”x51”
Weight 550 lbs.
Shipping Dimensions 43”x36”x61”
Shipping Weight 835 lbs.

Fully Automated IR Butt Welding Tool

Size Range 20mm - 110mm (1/2” - 4”)

Piping Single and Double Wall

Materials
PP, PPn, PVDF, PE 100-RC, 

Poly-Flo, ECTFE, PFA

Power 
Transformer Plug: 110V

Tool: 230V / 15A

SP 110-S V3                       Purchase Part Number 5863001
Rental Part Number      9863001

Features
• Increased automation with 10% time savings
• Integrated tool work box and bench
• New planer position provides greater weld area 
  access
• New power transformer provides added protection
• Latest electronic hardware and bigger touch screen
• Increased weld data storage to 20,000 weld logs
• Smartphone app for weld data
• Additional data fields on weld labels
• Poly-Flo® double wall weld parameters 

Options
• PFA capable tool 1/2”, 3/4”, 1, 1-1/2”, 2”

Magnetic Clamp InsertsFull View of Welding Area

Fully Automated Welding Process


