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VALVE SPECIFICATIONS:
1. Line size:

2. Type:

3. Connection:

SERVICE CONDITIONS:
1. Flow required

Maximum (gallons per minute): gpm
+ Minimum (gallons per minute): gpm
2. Maximum line pressure
Upstream (psi): psi
+ Downstream (psi): psi
3. Maximum line pressure
Upstream (psi): psi
+ Downstream (psi): psi
4. Line temperature
Maximum (degrees Fahrenheit): °F
+ Minimum (degrees Fahrenheit): °F
5. Media:
Concentration (%): %

6. Specific gravity:

Viscosity:

PRESET FLOW RATES
(WITH WORKING DIFFERENTIAL PRESSURE):

Nominal Size | Flow Rate . Working Differential
inches | mm Type (gallons/minute) Ranges ity Pressure (psi)
172 15 B 0.176 - 3.52 20:1 2.85-14.22
C 0.35-3.52 10:1 4.27 - 28.45
B 0.26-5.28 20:1 2.85-14.22
3/4 20 (] 0.53-5.28 10:1 4.27-28.45
A 2.20-8.81 4:1 2.85-14.22
1 25 B 0.441 - 8.81 20:1 2.85-14.22
C 0.881-8.81 10:1 4.27 - 28.45
A 8.81-35.22 41 2.85-14.22
2 50 B 1.76-35.22 20:1 2.85-14.22
(9 3.52-35.22 10:1 4.27-28.45
A 22.02-88.07 4:1 4.85-14.22
3 80 B 4.403 - 88.07 20:1 2.85-14.22
C 8.81-88.07 10:1 4.27 - 28.45
D 66.04-132.10 2:1 4.27-21.33
4 100 C 44.03 - 264.20 6:1 4.27 - 28.45
D 132.10-264.20 2:1 2.85-21.33
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