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Features:

Options:

Applications:

•	 Touchscreen display for temperature settings
•	 Variable speed drive to control weld flow
•	 LED lighting system in weld zone
•	 USe of external air supply lessens working weight and size 

(approximately 300 l/min of dry clean air required)
•	 DT-10 Blower - the recommended air source for extrusion welders
•	 Adjustable handle for different weld angles
•	 Works with 3mm, 4mm, or 5mm round welding rod

•	 Custom low pressure ventilation fitting fabrication
•	 Pro-Vent® socket fitting welds 355mm and up
•	 Large diameter double contained system centralizer disc installation

•	 90-degree Teflon® shoe for fillet welds (right angle seams)
•	 V-weld Teflon® shoe for joining plastic sheets
•	 Overlap Teflon® shoe for socket-type welds
•	 Blank Teflon® shoes that can be modified for non-standard weld shapes

Welding Rod Size:	 3mm - 5mm
			   (1/8” - 3/16”)
Piping:	 		  Single and double wall
			   disc install
Materials:		  PP, PE, PVDF
Weld Type:		  Pro-Vent® socket welds,
			   double contained piping
			   disc/spider clip install
Extrusion Gun Power:	 230V / 20A
Extrusion Gun Plug:	 L6-20P
DT-10 Blower Power:	 120V
Dimensions:		  21” x 9” x 5.5”
Weight:			  14 lbs.
Shipping Dimensions:	 31” x 19” x 12”
Shipping Weight:	 100 lbs.

Extrusion Welding Tool 
Data Sheet

Specifications:

Tool Purchase Part Number: 5650000
Tool Rental Part Number: 9650000


