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Features:

Max Force:

•	 Designed with radial clearance around the pipe which allows for low-
stress longitudinal and diameter changes under varying temperature and 
pressure conditions.

•	 Versatile symmetrical design allows for multiple mounting configurations.
•	 High quality composite plastic material is low friction and prevents 

surface wear on pipe.
•	 Capable of rotating 360 degrees for easy installation and adjustment
•	 PP-FRP material is lightweight, but strong enough to control the direction 

of thermal expansion.

Pipe clip with restrained fitting Pipe clip without restrained fitting

Plastic pipe clips 10” (250 mm) through 18” (450 mm) 
should be two-piece molded design made of black, PP‐
FRP. Clips should have radial clearance around pipe to 
allow for movement and thermal expansion. Central 
mounting holes should allow for 360 degree installation. 
Symmetrical halves should allow for mounting on top of 
or hanging from strut.

Sizes*:		  10” - 18”
Materials:	 PP-FRP, Black
Design:		 Two-piece, molded, symmetrical

* Smaller sizes available in alternate constructions

SmartFit Pipe Clips
Data Sheet (10” - 18”)

Specifications:

Sample Specification:

Dimension
Part Number

Maximum Permissible Load

inches mm Z [kN] -Z [kN] Y [kN] X [kN]

10 250 14049825000 10 12 5 15
11 280 14049828000 10 12 5 15
12 315 14049831500 10 12 6 15
14 355 14049835500 10 12 6 15
16 400 14049840000 10 12 6 15
18 450 14049845000 8 10 6 15
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SmartFit Pipe Clips
Dimensional Guide (10” - 18”)

Dimensions (sizes 10” - 18”)(inches):

Dimension
da(OD)

(in)
L

(in)
L1
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h
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d4
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Weight
(lbs)inches mm

10 250 9.8 14.8 1.38 1.22 3.15 1.10 0.55 0.39 13.8 1.7 4.6
11 280 11.0 16.0 1.38 1.42 3.15 1.14 0.55 0.39 15.4 1.7 5.2
12 315 12.4 17.4 1.46 1.52 3.15 1.10 0.55 0.39 17.0 1.7 5.6
14 355 14.0 19.3 1.48 1.36 3.15 1.14 0.63 0.47 18.5 1.7 6.3
16 400 15.7 21.0 1.42 1.63 3.15 1.14 0.63 0.47 20.8 1.6 7.3
18 450 17.7 23.0 1.46 1.44 3.15 1.06 0.63 0.47 22.5 1.8 7.7


